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3. DO NOT SCALE FROM DRAWING.

2. REMOVE ALL SHARP EDGES, .005-.015. FOR MACHINED PARTS. ROUND ALL EDGES 
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NOTES AND TOLERANCES: (UNLESS OTHERWISE SPECIFIED)
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D1100785 ALIGO, SUS NITRONIC FLAT WASHER, PART PDM REV: X-007, DRAWING PDM REV: X-005
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NOTES CONTINUED:

MATERIAL

BAG AND TAG PARTS WITH PART NUMBER, REVISIONS,
QUANTITY, AND MANUFACTURING DATE.

DIMENSIONS ARE IN INCHES

TOLERANCES:
.XX    

6.   MACHINE ALL SURFACES TO REMOVE OXIDES AND MILL FINISH,
      USE OF ABRASIVE REMOVAL TECHNIQUES IS NOT ALLOWED. 
      REFER TO LIGO-E0900364

7.   ALL  PARTS SHALL BE MANUFACTURED IN ACCORDANCE WITH
      LIGO SPECIFICATION E0900364.

8.  ALL MATERIAL IS TO BE VIRGIN MATERIAL (i.e. NO WELD REPAIRS,
      PLUGS OR RECYCLED MATERIAL). NO REPAIRS SHALL BE MADE UNLESS
      APPROVED IN ADVANCE, AND IN WRITING, BY LIGO LABORATORY.

ALIGO, SUS, NITRONIC WASHER, FLAT
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PART NO. DESCRIPTION 'A' OD TOLERANCE 'B' ID TOLERANCE MATERIAL
D1100785-281 WASHER, FLAT, .17 X .281 O.D. 0.281

+.015 / -.005

0.177

+.015 / -.005
NITRONIC 60            

COLD WORKED        
YIELD STRENGTH: 130 KSI

D1100785-359 WASHER, FLAT, .20 X .359 O.D. 0.359 0.201
D1100785-472 WASHER, FLAT, .25 X .472 O.D. 0.472 0.257
D1100785-375 WASHER, FLAT, .25 X .375 O.D. 0.375 0.257
D1100785-562 WASHER, FLAT, .38 X .562 O.D. 0.562 0.386
D1100785-530 WASHER, FLAT, .25 X .530 O.D. 0.530 0.257
D1100785-620 WASHER, FLAT, .38 X .620 O.D. 0.620 +.000 / -.010

SPECIFICATIONS


