
Filter Notation
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HTTS Electronics Design
T1400030-v1
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3rd order 
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216 Hz

D070081

ISC Anti-Aliasing 
Chassis
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(unbold poles/zeros/
filters/notches are not 
digitally compensated)
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Single-ended Signal
Differential Signal
Binary Signal

Ic / Vi = +0.988 [mA/V]
@ 42.7 Ω (BOSEM)

 95 +/- 25% 
 µA / mm

UK BOSEM
LED/PD

UK BOSEM 
Coil

SmCo Magnet
2Dx3T mm

 0.021 N / A 

[0.4:10] is nominal for 
both 4-chan and UK 
sat amp, but 4-chan 

filter has 787Ω 
whereas UK  has 

750Ω - need to check.

Need to track 
down Bram’s 

coefficient calc 
and add to 
T1000164.

The Acq/Run relay is 
internally jumpered to Run 
and is not accessible from 
software (unlike HAUX).

The Test/Coil relay is 
internally jumpered to Coil.

 [;;2.215+0%-3%]

See T1200264-v3

XX

R
ac

ks
Fr

on
t E

nd

Fi
el

d
R

ac
ks

DC Gain:
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3rd order 
Chebyshev 
at 10kHz
Notch @ 
216 Hz

D070081

ISC Anti-Aliasing 
Chassis

D0902783-v3

AUX 
MODEL
FANOUT

General Standards
16-bit ADC

DC Gain:

+1638.4 
[ct / V]

(216 cts / 40 Vpp)

PCI66-16AI64SSA
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DC Gain:
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216 to 214 
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Front End Computer

IOP Model User Auxiliary 
Model

8-Channel Satellite 
Amplifier Chassis

D1002818

ISC Anti-Imaging 
Chassis

D070081*

*The 
chassis 
has the 
same 

number 
as the 
filter 

board 
inside it!


