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SUS Hand Tools List

For most of the tools listed below, all-metal versions work best for contamination control compatibility.   Be careful to select tools which are free of inks and oils where practical.  When not practical, clean as best as possible, keeping in mind to either wrap tools or isolate tools from cleaner sets.
· Allen keys (5/64, 3/32, 9/64”, 3/16”, 5/16”, 1/8”, 3/8”, variety of smaller sizes for cables) in both T-handle and L-key.

· End wrenches/spanners (9/32”, 5/8”, 7/16”, ½”)

· Small flat head jewelers screwdrivers for cables

· Small phillips head screwdriver
· Custom tubular cam tools

· Custom tubular 7/16” locknut tools

· Torque wrenches

· Ratchet wrenches 

· Hex drivers (in several lengths) in above Allen key sizes

· Large flat head screwdriver for pitch adjusters

· 12 pt. socket (for 1/4 & 3/8” bolts) for dog clamps

· Socket extensions

· Tap handle

· Taps  (4-40, 6-32, 10-32, 8-32, ¼-20, 3/8-16, and ½-13)
· Helicoil Taps  (4-40, 6-32, 10-32, 8-32, ¼-20, 3/8-16, and ½-13)
· Helicoil mandrels for above tap sizes

· Tweezers/needle nose pliers for retrieving parts

· 9/32” deep socket for BOSEMs with extensions (one short and one longer) and thumb ratchets 
· Dental mirrors

· Bubble Levels

· Gauge block set

· Magnet Polarity Reader

· Clean 25pin Interface ribbon cables for testing

· Compass and dial indicator 
· 6” and 12” All metal, etched (not inked) rulers 
· Machinists squares of different lengths
· Height gauge

· Vices (1 very small, 1 medium small)
· B&K Hammer
BS Stays

· Pin Wrench

LIGO Form F0900006-v2


[image: image2.png]LIGO



_1025452889.bin

