Micro Bands

Short Flat 601-024
Short Precoiled 601-025

Micro Bands are precision constructed of 300 Series
SST passivate IAW AMS 2700. Short Micro Bands are
5.00 inches (127) in length and designed for use with
the Band-Master™ 601-101 hand banding tool or
the 601-107 pneumatic banding tool. Bands should
always be double wrapped and will accommodate
diameters up to approximately .5 inches (12.7).

Medium Flat 601-060
Medium Precoiled 601-061

Micro Bands are precision constructed of 300 Series
SST passivate IAW AMS 2700. Medium Micro Bands are
8.00 inches (203.2) in length and designed for use with
the Band-Master™ 601-101 hand banding tool or the
601-107 pneumatic banding tool. Bands should always
be double wrapped and will accommodate diameters
up to approximately .88 inches (22.4).

Long Flat 601-064
Long Precoiled 601-065

Micro Bands are precision constructed of 300 Series
SST passivate IAW AMS 2700. Long Micro Bands are
14.00 inches (355.6) in length and designed for use
with the Band-Master™ 601-101 hand banding tool or
the 601-107 pneumatic banding tool. Bands should
always be double wrapped and will accommodate
diameters up to approximately 1.88 inches (47.8).
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Dimensions in Inch (mm)



